
PART NUMBER LOAD PER MOUNT (Kg)

ED85 - XXX - YY - 50

ED85 - XXX - YY - 60

ED85 - XXX - YY - 70

ED85 - XXX - YY - 80

10  -  27

17  -  38

25  -  50

40  -  75

ED85 MEDIUM DUTY ISOLATOR
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NUMBERING SYSTEM
 
ED85-XXX-YY-ZZ
                                                                          SOFT            HARD

                                  RATING         F'SILICONE - 35,45,55,65,75
                                                      OTHERS      - 40,50,60,70,80
 
                                                      02 - BUTYL (STANDARD)
                                MATERIAL       10 - SILICONE
                                                      11 - FLUOROSILICONE
                                                      OTHERS ARE AVAILABLE
 
                                  VARIANT       SEE DRAWING ABOVE
                                                      OTHERS ARE AVAILABLE

TYPICAL PERFORMANCE (VERTICAL)

DEFLECTION CAPABILITY
 

    VERTICAL (AXIAL)  `8 mm

    RADIAL                  `6 mm
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MATERIALS
 
ELASTOMER -  SPECIFIED BY PART NUMBER
METAL         -  BRIGHT ZINC PLATED MILD STEEL
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DIMENSIONS: mm
MASS: APPROX 220g
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RATING  (Kg PER MOUNT =                 )Mass of Unit
Number of Mounts


